	[County Operational Area or Core City] Logistics Staging Areas (LSA) and 
Commodity Points of Distribution (C-POD) Locations

	Logistics Staging Area
	City
	C-POD type and Location
	Site Point of Contact

	Example: North Logistics Staging Area (LSA)
[ Insert LSA Address ]
	City Name 1
	Example: Type III Vehicular C-POD
· Facility Name, Street Address, Zip
	

	
	City Name 2
	Example: Type II Pedestrian C-POD
· Facility Name, Street Address, Zip
	

	
	City Name 3
	Example: Type I Vehicular C-POD
· Facility Name, Street Address, Zip
	

	Central Logistics Staging Area (LSA)
[ Insert LSA Address ]
	
	
	

	South Logistics Staging Area (LSA)
[ Insert LSA Address ]
	
	
	





	C-POD Type
	Persons 
Served per Day

	Type I C-POD (Vehicular or Pedestrian) 
	20,000

	Type II C-POD (Vehicular or Pedestrian)
	10,000

	Type III C-POD (Vehicular)
	5,000 



C-POD Definitions: 
· Type I C-POD: 250 ft. x 500 ft. 
· Requires a staff of 78 per day
· Type I PODs are only used in large metro areas 
· Twelve loading points and four vehicle lanes are used
· Type II C-POD: 250 ft. x 300 ft. 
· Requires a staff of 34 per day
· Six loading points and two vehicle lanes are used
· Type III C-POD: 150 ft. x 300 ft. 
· Requires a staff of 19 per day
· Three loading points and one vehicle lane are used
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